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Smart Lighting Solutions 

48V Track System

Uw YELA dealer:



Smart Lighting Solutions
48V Low Voltage Track System
Why low voltage 48V mini track?

●Low voltage products are very small in size and have an
minimalistic look.

●Low voltage fixture can be moved very easily and can be
used in applications where lighting fixtures are accessible
to people, without any risk.

●Low voltage tracks can be used for smart lighting, easy
to control whole system of all lights.
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Smart Lighting, More Comfortable 
Easy Smart Lighting Solutions DALI, 
RF Control

DALI Control
Wired connection Brightness 
0.1~100% dimming Tunable 
white 2700~5700K

RF Remote Control
Wireless controllers 
Brightness 0.1~100% 
dimming Tunable white 
2700~5700K
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INDEX
48V Low Voltage Smart Lighting

0648V Tracks & Installation 

0848V Track Accessories

62 T1xxxxk 62 T2xxxxk 62 T3xxxxk 62 T4xxxxk 62 T5xxxxk

62 T1A0101k 62 T2A0101k 62 T3A0101k 62 T4A0101k
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62 T1A0102k 62 T2A0102k 62 T3A0102k 62 T4A0102k

62 T1A0105k 62 T2A0105k 62 T3A0105k 62 T4A0105k

62 TA0001k 62 TA0002k 62 TA0003k

62 T5A0105k

62 TA0010k 62 TA0020k

62 TA0011k = 1m 

62 TA0012k = 2m 

62 TA0013k = 3m

62 TAD100W = 100W
tbv alle track types

62 TAD150W = 150W
tbv T2 / T3 en T5

62 TAD230W = 230W
tbv T2 / T3 en T5

Interne drivers Externe drivers

62 TADE150W = 150W

62 TADE250W = 250W



Monda Series

Blanes Series Spotlight

Calpe Linear Light

Control System DALI & RF Remote Control

Ø40x70mmØ30x50mm Ø40x105mm Ø50x110mm Ø55x115mm

Ø40x300mm Ø50x300mm

Ø90x47mm

Ø100mm
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Navarra Linear Light

Ronda Zamora

Pinto Linear Light



62 T11000k 

62 T11500k 

62 T12000k 

62 T13000k 

Black/ White 

Black/ White 

Black/ White 

Black/ White

Model No. Description

48V Mini Track 1.0 Meter  

48V Mini Track 1.5 Meter  

48V Mini Track 2.0 Meter  

48V Mini Track 3.0 Meter

Color of housing

Black/ White 

Black/ White 

Black/ White 

Black/ White

Model No. Description

48V High Track 1.0 Meter  

48V High Track 1.5 Meter  

48V High Track 2.0 Meter  

48V High Track 3.0 Meter

Color of housing

Black/ White 

Black/ White 

Black/ White 

Black/ White

Model No. Description

48V Trimless High Track 1.0 Meter  

48V Trimless High Track 1.5 Meter  

48V Trimless High Track 2.0 Meter  

48V Trimless High Track 3.0 Meter

Color of housing

Black/ White 

Black/ White 

Black/ White 

Black/ White

Model No. Description

48V Standard Track 1.0 Meter  

48V Standard Track 1.5 Meter  

48V Standard Track 2.0 Meter  

48V Standard Track 3.0 Meter

Color of housing

Black/ White 

Black/ White 

Black/ White 

Black/ White

Model No. Description

48V Up-Down Track 1.0 Meter  

48V Up-Down Track 1.5 Meter  

48V Up-Down Track 2.0 Meter  

48V Up-Down Track 3.0 Meter

Color of housing

T1

T2

T3

T4

T5

 48V Low Voltage LV26 Series Track 
System Tracks
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62 T21000k 

62 T21500k 

62 T22000k 

62 T23000k 

62 T31000k 

62 T31500k 

62 T32000k 

62 T33000k 

62 T41000k 

62 T41500k 

62 T42000k 

62 T43000k 

62 T51000k 

62 T51500k 

62 T52000k 

62 T53000k 



A Short arm For T1/T4 Type Track, B Long arm For T2/T3/T5 Track

A arm 38mm B arm 65mm A arm in T2 track, can’t adjust to top side

Installation

T1 T2 T4 T5

T3

38

T1 Track T2 Track

65
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Accessories

62 T1A0102k

T1 Vertical L-Track Housing - Black/ White

99

62 T1A0101k 99

T1 Horizontal L-Track Housing+Connector - Black/ White

21

62 T2A0101k

T2 Horizontal L-Track Housing - Black/ White

62 T2A0102k

T2 Vertical L-Track Housing - Black/ White

62 T1A0105k T1 

End Cap set 

Black/ White

62 T4A0105k T4 

End Cap set 

Black/ White
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62 T3A0101k

T3 Horizontal L-Track Housing - Black/ White

62 T3A0102k

T3 Vertical L-Track Housing - Black/ White

62 T4A0101k

T4 Horizontal L-Track Housing - Black/ White

62 T4A0102k

T4 Vertical L-Track Housing - Black/ White

62 T2A0105k 

T2 End Cap set 

Black/ White

62 T3A0105k 

T3 End Cap set 

Black/ White



62 TA0001k 

Power Feed (For All Tracks - Black/ White

62 TA0003k 

Flexible Connetor Horizontal or Vertical (For All Tracks- Black/ White

62 TA0010k 

Aluminum Connection (For T2/ T3/ T4/ T5 - Black/ White

62 TA0020k

Suspension Pendant Set Steel Wire 1.5 Meter (For T2/ T3/ T4/ T5 - Black/ White

62 TA0011k  Dust cover 1m 
62 TA0012k  Dust cover 2m 
62 TA0013k  Dust cover 3m 
（For T2/ T3/ T5  - Black/ White
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62 T5A0105k 

T5 End Cap set - Black/ White

62 TA0002k 

Straight connector (For All Tracks - Black/ White



Calpe Linear Light 10W/20W/30W Pinto Linear Light 10W/20W/30W spot

Navarra Linear Light 6W

48V Linear Light
48V Smart Lighting DALI & Remote Control
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Navarra Linear Light 12W
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Calpe Linear Light 48V 10W 20W 30W
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800lm

2400lm

1600lm

800lm

2400lm

1600lm

DALI Brightness Dim

DALI Brightness Dim

L246*W22*H25.5

L246*W22*H25.5

L488*W22*H25.5

L488*W22*H25.5

L730*W22*H25.5

L730*W22*H25.5

100°

100°

100°

100°

100°

100°

RF Remote Brightness Dim

RF Remote Brightness Dim

RF Remote Brightness Dim

DALI Brightness Dim

27/30/40/50/5700K

27/30/40/50/5700K

27/30/40/50/5700K

27/30/40/50/5700K

27/30/40/50/5700K

27/30/40/50/5700K

62 T8C10385zk

62 T8C10387zk

62 T8C20385zk

62 T8C20387zk

62 T8C30385zk

62 T8C30387zk

10W

10W

20W

20W

30W

30W

Model No. Beam angle CRI

Ra90

Ra90

Ra90

Ra90

Ra90

Ra90

 Watt Control LumenColor temp.Dimension

10W:

20W:

30W:

DALI5 years
Warranty

Flicker
Free
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z = CCT 2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Pinto Linear Spot 48V 10W 20W 30W
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800lm

2400lm

1600lm

800lm

2400lm

1600lm

DALI Brightness Dim

DALI Brightness Dim

L231*W22*H25.5

L231*W22*H25.5

L458*W22*H25.5

L458*W22*H25.5

L685*W22*H25.5

L685*W22*H25.5

24°

24°

24°

24°

24°

24°

RF Remote Brightness Dim

RF Remote Brightness Dim

RF Remote Brightness Dim

DALI Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

62 T8P10325zk

62 T8P10327zk

62 T8P20325zk

62 T8P20327zk

62 T8P30325zk

62 T8P30327zk

10W

10W

20W

20W

30W

30W

Model No. Beam angle CRI

Ra90

Ra90

Ra90

Ra90

Ra90

Ra90

 Watt Control LumenColor temp.Dimension

10W:

20W:

30W:

DALI5 years
Warranty

Flicker
Free
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z = CCT 2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Navarra Linear Spot 48V 6W
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480lm

960lm

DALI Brightness Dim L117*W22*H86

L117*W22*H86

15°/24°/40°

15°/24°/40°RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

62 T8N063b5zk

62 T8N063b7zk

6W

6W

Model No. Beam angle CRI

Ra90

Ra90

 Watt Control LumenColor temp.Dimension

6LED:

DALI5 years
Warranty

Flicker
Free
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b = Beam             1= 15° / 2= 24° / 4= 40°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K
k = Armatuur kleur w= Wit / z= Zwart
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Navarra Linear Spot 48V 12W



480lm

960lm

L231*W22*H86

L231*W22*H86

15°/24°/40°

15°/24°/40°RF Remote Brightness Dim

DALI Brightness Dim 2700/3000/4000K

2700/3000/4000K

12W

12W

Model No. Beam angle CRI

Ra90

Ra90

 Watt Control LumenColor temp.Dimension

12LED:

DALI5 years
Warranty

Flicker
Free
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62 T8N123b5zk

62 T8N123b7zk

b = Beam             1= 15° / 2= 24° / 4= 40° 
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



62 T6P2cbyzk

Spotlight Monda - Ronda - Zamora
48V Smart Lighting DALI & Remote 
Control
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62 T6x12cbyzk

62 T6x13cbyzk 62 T6x15cbyzk

5W Ø30x50mm 8W Ø40x70mm 12W Ø40x105mm

12W Ø50x110mm 15W Ø55x115mm

62 T6P5cbyzk

12W Ø40x300mm 15W Ø50x300mm

20W Ø90x47mm

6W Ø100mm
Length 1000mm

Monda serie

62 T6A05cbyzk 62 T6x08cbyzk

Monda pendant serie Ronda

62 T9R20cbyzk

Zamora

62 T9Z06c8yzk



Black

White

Black+ Honeycomb

White+Honeycomb

Black+Gold ring

Black+Gold ring
+Honeycomb

White+Gold ring
+Honeycomb

White+Black ring
+Honeycomb

White+Gold ringWhite+Black ring
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Monda 48V 5W Ø30x50mm
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400lm

400lm

360lm

360lm

DALI Brightness Dim D30*H50

D30*H50

D30*H50

D30*H50

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

 DALI Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700~5700K

2700~5700K

62 T6A05cb5zk

62 T6A053b59k

5W

5W

5W

5W

Model No. Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

A:

DALI5 years
Warranty

Flicker
Free
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62 T6A05cb7zk

62 T6A053b79k

c = CRI waarde 3= Ra90 / 5= Ra97
b = Beam             1= 15° / 2= 24° / 3= 36° / 5= 50°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart

T1 and T4



Monda 48V 8W Ø40x70mm
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630lm

630lm

630lm

630lm

560lm

560lm

560lm

560lm

DALI Brightness Dim

DALI Brightness Dim

D40*H70

D40*H70

D40*H70

D40*H70

D40*H70

D40*H70

D40*H70

D40*H70

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

 DALI Tunable White

 DALI Tunable White

 RF Remote Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700~5700K

2700~5700K

2700~5700K

2700~5700K

8W

8W

8W

8W

8W

8W

8W

8W

For other options or original test report, please contact our sales team.

Model No. Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

A:

B:

Light distributions
D40 8W 4000K Ra90 15D D40 8W 4000K Ra90 24D D40 8W 4000K Ra90 36D D40 8W 4000K Ra90 50D

DALI5 years
Warranty

Flicker
Free
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62 T6A08cb5zk

62 T6A083b59k

62 T6A08cb7zk

62 T6A083b79k

62 T6B08cb5zk

62 T6B083b59k

62 T6B08cb7zk

62 T6B083b79k

T1 and T4

T2, T3 and T5

c = CRI waarde 3= Ra90 / 5= Ra97
b = Beam             1= 15° / 2= 24° / 3= 36° / 5= 50°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K
k = Armatuur kleur w= Wit / z= Zwart



Monda 48V 12W Ø40x105mm
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D40 12W 4000K Ra90 24D

Light distributions
D40 12W 4000K Ra90 15D

A:

B:

D40 12W 4000K Ra90 36D D40 12W 4000K Ra90 50D

For other options or original test report, please contact our sales team.

780lm

780lm

780lm

780lm

700lm

700lm

700lm

700lm

DALI Brightness Dim

DALI Brightness Dim

D40*H105

D40*H105

D40*H105

D40*H105

D40*H105

D40*H105

D40*H105

D40*H105

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

 DALI Tunable White

 DALI Tunable White

 RF Remote Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700~5700K

2700~5700K

2700~5700K

2700~5700K

12W

12W

12W

12W

12W

12W

12W

12W

Model No. Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

DALI5 years
Warranty

Flicker
Free
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62 T6A12cb5zk

62 T6A123b59k

62 T6A12cb7zk

62 T6B12cb5

62 T6A123b79k

zk

62 T6B123b59k

62 T6B12cb7zk

62 T6B123b79k

T1 and T4

T2, T3 and T5

c = CRI waarde 3= Ra90 / 5= Ra97
b = Beam             1= 15° / 2= 24° / 3= 36° / 5= 50°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Monda 12W Ø50x110mm
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1000lm

1000lm

1000lm

1000lm

850lm

850lm

850lm

850lm

DALI Brightness Dim

DALI Brightness Dim

D50*H110

D50*H110

D50*H110

D50*H110

D50*H110

D50*H110

D50*H110

D50*H110

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

 DALI Tunable White

 DALI Tunable White

 RF Remote Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700~5700K

2700~5700K

2700~5700K

2700~5700K

12W

12W

12W

12W

12W

12W

12W

12W

For other options or original test report, please contact our sales team.

Model No. Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

A:

B:

Light distributions
D50 12W 4000K Ra90 15D D50 12W 4000K Ra90 24D D50 12W 4000K Ra90 36D D50 12W 4000K Ra90 50D

DALI5 years
Warranty

Flicker
Free
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62 T6A13cb5zk

62 T6A133b59k

62 T6A13cb7zk

62 T6A133b79k

62 T6B13cb5zk

62 T6B133b59k

62 T6B13cb7zk

62 T6B133b79k

T1 and T4

T2, T3 and T5

c = CRI waarde 3= Ra90 / 5= Ra97
b = Beam             1= 15° / 2= 24° / 3= 36° / 5= 50°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Monda 48V 15W Ø55x115mm
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D55 15W 4000K Ra90 24D

Light distributions
D55 15W 4000K Ra90 15D

A:

B:

D55 15W 4000K Ra90 36D D55 15W 4000K Ra90 50D

For other options or original test report, please contact our sales team.

1200lm

1200lm

1200lm

1200lm

1050lm

1050lm

1050lm

1050lm

DALI Brightness Dim

DALI Brightness Dim

D55*H115

D55*H115

D55*H115

D55*H115

D55*H115

D55*H115

D55*H115

D55*H115

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

 DALI Tunable White

 DALI Tunable White

 RF Remote Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700/3000/4000K

2700~5700K

2700~5700K

2700~5700K

2700~5700K

15W

15W

15W

15W

15W

15W

15W

15W

Model No. Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

DALI5 years
Warranty

Flicker
Free
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62 T6A153b59

62 T6A15cb5zk

k

62 T6A15cb7zk

62 T6A153b79k

62 T6B153b59

62 T6B15cb5zk

k

62 T6B15cb7zk

62 T6B153b79k

T1 and T4

T2, T3 and T5

c = CRI waarde 3= Ra90 / 5= Ra97
b = Beam             1= 15° / 2= 24° / 3= 36° / 5= 50°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Monda pendant 48V 12W Ø40x300mm
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780lm

780lm

700lm

700lm

DALI Brightness Dim D40*H300

D40*H300

D40*H300

D40*H300

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

 DALI Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700~5700K

2700~5700K

12W

12W

12W

12W

For other options or original test report, please contact our sales team.

Model No. Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

Light distributions
D40 12W 4000K Ra90 15D D40 12W 4000K Ra90 24D D40 12W 4000K Ra90 36D D40 12W 4000K Ra90 50D

DALI5 years
Warranty

Flicker
Free
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62 T6P12cb5zk

62 T6P123b59k

62 T6P12cb7zk

62 T6P123b79k

For all Track types

c = CRI waarde 3= Ra90 / 5= Ra97
b = Beam             1= 15° / 2= 24° / 3= 36° / 5= 50°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K
k = Armatuur kleur w= Wit / z= Zwart



Monda pendant 48V 15W Ø50x300mm
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D50 15W 4000K Ra90 24D

Light distributions
D50 15W 4000K Ra90 15D D50 15W 4000K Ra90 36D D50 15W 4000K Ra90 50D

For other options or original test report, please contact our sales team.

1200lm

1200lm

1050lm

1050lm

DALI Brightness Dim D50*H300

D50*H300

D50*H300

D50*H300

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

 DALI Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700~5700K

2700~5700K

15W

15W

15W

15W

Model No. Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

DALI5 years
Warranty

Flicker
Free

34

62 T6P15cb5zk

62 T6P153b59k

62 T6P15cb7zk

62 T6P153b79k

For all Track types

c = CRI waarde 3= Ra90 / 5= Ra97
b = Beam             1= 15° / 2= 24° / 3= 36° / 5= 50°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart
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Ronda 48V 20W Ø90x47mm



1800lm

1800lm

1600lm

1600lm

DALI Brightness Dim D90*H47

D90*H47

D90*H47

D90*H47

12°/20°/36°/60°

12°/20°/36°/60°

12°/20°/36°/60°

12°/20°/36°/60°

 DALI Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700~5700K

2700~5700K

20W

20W

20W

20W

For other options or original test report, please contact our sales team.

Model No. Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

Light distributions
D90 20W 4000K Ra90 12D D90 20W 4000K Ra90 20D D90 20W 4000K Ra90 36D D90 20W 4000K Ra90 60D

DALI5 years
Warranty

Flicker
Free
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62 T9R20cb5zk

62 T9R203b59k

62 T9R20cb7zk

62 T9R203b79k

For all Track types

c = CRI waarde 3= Ra90 / 5= Ra97
b = Beam             1= 15° / 2= 24° / 3= 36° / 5= 50°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Zamora 48V 6W Ø100mm
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500lm

500lm

DALI Brightness Dim D100

D100

110°

110°RF Remote Brightness Dim

27/30/40/50/5700K

27/30/40/50/5700K

6W

6W

Model No. Beam angle CRI

Ra90

Ra90

 Watt Control LumenColor temp.Dimension

DALI5 years
Warranty

Flicker
Free
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62 T9Z06385zk

62 T9Z06387zk

For all Track types

z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Blanes Spotlight serie 
48V Smart Lighting DALI & Remote 
Control

62 T7Z1039yzk

10W Ø45x116mm

62 T7Zww39yzk

12W of 16W Ø55x135mm

62 T7V103byzk

10W Ø45x106mm

62 T7Vww3byzk

12W of 16W Ø55x135mm

Zoomable version

Fixed version
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Black

Black+ Honeycomb W Blackhite+  ring
+ oneycombH

White+Honeycomb

W Blackhite+  ringWhite

White White
+Lens cover

White
+ Honeycomb

White
+Snoot

White
+Barn door

Black Black
+Lens cover

Black
+ Honeycomb

Black
+Snoot

Black
+Barn door
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Blanes Zoomable 10W Ø45x116mm 
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lm

lm

lm

lm

DALI Brightness Dim D4 *H5 116

D4 *H5 116

D4 *H5 116

D4 *H5 116

8~46°

8~46°

8~46°

8~46°

 DALI Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

27/30/35/4000K

27/30/35/4000K

2700~5700K

2700~5700K

10W

10W

10W

10W

168

35

18

16.2

17

116

169

Ø45

Model N .o Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

DALI

62 T7Z10c95zk

62 T7Z103959k

62 T7Z10c97zk

62 T7Z103979k

For all Track types
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c = CRI waarde 3= Ra90 / 5= Ra97
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Blanes Zoomable 12/16W Ø55x135mm 
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lm

lm

lm

lm

DALI Brightness Dim D55*H146

D55*H146

D55*H146

D55*H146

8~55°

8~55°

8~55°

8~55°

 DALI Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

27/30/35/4000K

27/30/35/4000K

2700~5700K

2700~5700K

12W

12W

12W

12W

168

35

Ø55

146

199

18

16.2

17

Model N .o Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

DALI

lm

lm

lm

lm

DALI Brightness Dim D55*H146

D55*H146

D55*H146

D55*H146

15~56°

15~56°

15~56°

15~56°

 DALI Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700~5700K

2700~5700K

16W

16W

16W

16W

Ra90/97

Ra90

Ra90/97

Ra90

62 T7Z12c95zk

62 T7Z123959k

62 T7Z12c97zk

62 T7Z123979k

62 T7Z16c95zk

62 T7Z163959k

62 T7Z16c97zk

62 T7Z163979k

For all Track types

44

c = CRI waarde 3= Ra90 / 5= Ra97
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Blanes Fixed 10W Ø45x106mm 
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lm

lm

lm

lm

DALI Brightness Dim D45*H106

D45*H106

D45*H106

D45*H106

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

 DALI Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

27/30/35/4000K

27/30/35/4000K

2700~5700K

2700~5700K

10W

10W

10W

10W

168

35

106

159

Ø45

16.2

1718

Model N .o Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

DALI

62 T7V10cb5zk

62 T7V103b59k

62 T7V10cb7zk

62 T7V103b79k

For all Track types
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c = CRI waarde 3= Ra90 / 5= Ra97
b = Beam             1= 15° / 2= 24° / 3= 36° / 5= 50°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Blanes Fixed 12/16W Ø55x135mm 
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lm

lm

lm

lm

DALI Brightness Dim D55*H134

D55*H134

D55*H134

D55*H134

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

 DALI Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

27/30/35/4000K

27/30/35/4000K

2700~5700K

2700~5700K

12W

12W

12W

12W

Ø55

134

187

35

18 17

16.2
168

Model N .o Beam angle CRI

Ra90/97

Ra90

Ra90/97

Ra90

 Watt Control LumenColor temp.Dimension

DALI

lm

lm

lm

lm

DALI Brightness Dim D55*H134

D55*H134

D55*H134

D55*H134

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

 DALI Tunable White

 RF Remote Tunable White

RF Remote Brightness Dim

2700/3000/4000K

2700/3000/4000K

2700~5700K

2700~5700K

16W

16W

16W

16W

Ra90/97

Ra90

Ra90/97

Ra90

62 T7V12cb5zk

62 T7V123b59k

62 T7V12cb7zk

62 T7V123b79k

For all Track types

62 T7V16cb5zk

62 T7V163b59k

62 T7V16cb7zk

62 T7V163b79k
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c = CRI waarde 3= Ra90 / 5= Ra97
b = Beam             1= 15° / 2= 24° / 3= 36° / 5= 50°
z = CCT  2= 2700K / 3= 3000K / 4= 4000K 
k = Armatuur kleur w= Wit / z= Zwart



Control System
DALI System Control Gear

Picture Modle No.

DALI Dimmer+Bus Power 
Built-in 100mA DALI bus 
power. Tunable White+ 
Brightness Dimming

DALI Keypad A 
Tunable White+ 
Brightness Dimming

DALI Keypad B 
Tunable White+ 
Brightness Dimming

DALI Dimmer+Bus Power 
Brightness Dimming Only

DALI Keypad A 
Brightness Dimming Only

DALI Keypad B 
Brightness Dimming Only

DALI Master Controller 
Support 64 addresses, 
16 groups, 16 scenes.

DALI Bus Power Supply

DALI Phase Dimmer

DALI Dimmer+Bus Power
-  built-in 100mA DALI bus power under AC mains.
-  on/off, brightness dimmable and tunable white control.
-  standard size design. 
-  can be powered by DALI bus while not connected with AC mains.

DALI Keypad A
-  8 keys, power supplied by DALI bus.
-  on/off, brightness dimmable and tunable white control.
-  can set 2 scenes, standard size, easy installation.

DALI Keypad B
-  8 keys, power supplied by DALI bus.
-  on/off, brightness dimmable and tunable white control.
-  can set 2 scenes, standard size, easy installation.

DALI Dimmer+Bus Power
-  built-in 100mA DALI bus power under AC mains.
-  on/off, brightness dimmable only
-  standard size design. 
-  can be powered by DALI bus while not connected with AC mains.

DALI Keypad A
-  8 keys, power supplied by DALI bus.
-  on/off, brightness dimmable only.
-  can set 4 scenes, standard size, easy installation.

DALI Keypad B
-  8 keys, power supplied by DALI bus.
-  on/off, brightness dimmable only.
-  can set 4 scenes, standard size, easy installation.

DALI Master Controller 
-  with integrated OLED user full touch, OLED display.
-  power supplied by DALI bus, DALI bus consumption: 15mA
-  support 64 addresses, 16 groups, 16 scenes.
-  on/off, brightness dimmable and tunable white control.

DALI Bus Power Supply
-  max. output current 250mA for DALI bus.
-  DIN RAIL installation.

DALI Phase Dimmer
- AC-AC, 4 channels output, Triac dimmable and mosfet dimmable, Forward-phase 
and reverse-phase, Minimum brightness setting, DIN RAIL installation.

Features Description

DALI Relay Module+ DALI 
to 0/1-10V Converter

DALI Relay Module + DALI to 0/1-10V Converter
-Powered by DALI bus, Capacitive/Resistive loads, DALI bus consumption: 3mA
-Max. load AC200-240V LED 300W / incandescent and halogen 1000W.
-Output 0/1-10V current 10mA for 0/1-10V LED driver 1mA/piece, Max capacity 10pcs.
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62 TRDTW1

62 TRDTW3

62 TRDTW2

62 TRDB3

62 TRDB2

62 TRDB1

62 TRDMAS1

62 TRDBUS1

62 TRDPHASE1

62 TRD0/1-10V1



Remote Control RF 2.4G Wireless
Picture Modle No.

Control: 1 Zone Tunable White+ Brightness Dimming, 0.1%~100% smooth dimming 
Working voltage: 3VDC by CR2032 battery
Connection: RF 2.4G Wierless, 30m remote distance from controller to LED light, LED lights quantity no 
limits

Control: 4 Zone Tunable White+ Brightness Dimming, 0.1%~100% smooth dimming
Working voltage: 3VDC by 2 pcs AAA battery
Connection: RF 2.4G Wierless, 30m remote distance from controller to LED light, LED lights quantity no 
limits

Control: 4 Zone Tunable White+ Brightness Dimming, 0.1%~100% smooth dimming
Working voltage: 100-240VAC input
Connection: RF 2.4G Wierless, 30m remote distance from controller to LED light, LED lights quantity no 
limits

Control: 4 Zone Brightness Dimming, 0.1%~100% smooth dimming 
Working voltage: 3VDC by 2 pcs AAA battery
Connection: RF 2.4G Wierless, 30m remote distance from controller to LED light, LED lights quantity no 
limits

Control: 4 Zone Brightness Dimming, 0.1%~100% smooth dimming
Working voltage: 100-240VAC input
Connection: RF 2.4G Wierless, 30m remote distance from controller to LED light, LED lights quantity no 
limits

Control: 1 Tunable White+ Brightness Dimming, 0.1%~100% smooth dimming
Working voltage: 3VDC by 2 pcs AAA battery
Connection: RF 2.4G Wierless, 30m remote distance from controller to LED light, LED lights quantity no 
limits

Control: 4 Zone Tunable White+ Brightness Dimming, 0.1%~100% smooth dimming
Working voltage: 3VDC by 2 pcs AAA battery
Connection: RF 2.4G Wierless, 30m remote distance from controller to LED light, LED lights quantity no 
limits

Control: 1 Zone Brightness Dimming, 0.1%~100% smooth dimming
Working voltage: 3VDC by 2 pcs AAA battery
Connection: RF 2.4G Wierless, 30m remote distance from controller to LED light, LED lights quantity no 
limits

Control: 4 Zone Brightness Dimming, 0.1%~100% smooth dimming
Working voltage: 3VDC by 2 pcs AAA battery
Connection: RF 2.4G Wierless, 30m remote distance from controller to LED light, LED lights quantity no 
limits

Control: 8 Zone Brightness Dimming, 0.1%~100% smooth dimming
Working voltage: 3VDC by 2 pcs AAA battery
Connection: RF 2.4G Wierless, 30m remote distance from controller to LED light, LED lights quantity no 
limits

Description
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62 TRRFTW1Z1

62 TRRFTW4Z2

62 TRRFTW4Z1

62 TRRFB4Z2

62 TRRFB4Z1

62 TRRFTW1Z1

62 TRRFB1Z1

62 TRRFTW4Z1

62 TRRFB4Z1

62 TRRFB8Z1



Easy Connecting Ways Of DALI Smart Lighting Basic Parameters Of DALI Protocol

51

DALI Control, Wired Connection
An Example Of A DALI Lighting-control System



RF Remote Control, Wireless
Why RF Remote Control?

●RF remote control products is easy for smart lighting,

remote controller connect each lights directly by RF 2.4G

wireless signal, no wiring required.

●RF remote control products is more cost effective than DALI

or CASAMBI for smart lighting. The controllers and lights with

low cost, more acceptable price for customers.

●Easy to use, no need for professionals to set up, control a

luminaire to turn it on or off,  adjust brightness, colour

temperature, or control all lights by several groups and save

lighting scene.
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Alle kleuren, informatie en tekst zijn onder voorbehoud van druk- en/of zetfouten. Niets uit deze uitgave mag geheel of gedeeltelijk worden 
verveelvoudigd, opgeslagen in een geautomatiseerd gegevensbestand of openbaar worden gemaakt op welke wijze dan ook, zonder 
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